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Design Features

1	 Discharge Louvres  
(4 sides)

2	 Color Options 
Ivory (shown) 
�"�L�A�C�K

3	 Removable Prefilters and Grille 
Washable aluminum mesh pre�lters 
catch larger particles before entering the 
electronic cells.

4	 System Indicator Lamp 
�-�O�N�I�T�O�R�S �T�H�E �E�L�E�C�T�R�I�C�A�L �O�U�T�P�U�T �A�U�T�O�M�A�T�I�C�A�L�L�Y�� 
indicating any system malfunction.

5	 Three-Speed Control 
Low . . . . . . . . .       ������ �C�F�M 
�-�E�D�I�U�M . . . . . .    �������� �C�F�M 
High . . . . . . . .        �������� �C�F�M 
Energy-ef�cient motor

6	 Electronic Cells 
�-�A�N�U�F�A�C�T�U�R�E�D �B�Y �!�I�R �1�U�A�L�I�T�Y �%�N�G�I�N�E�E�R�I�N�G�� 
the two heavy-duty electronic cells 
are produced with ceramic insulators, 
heavy-duty collector plates, and sturdy �n 
supports to provide an “industrial-grade” 
cell design for commercial applications. 
Solid-state, dual-voltage smart circuit 
provides more ef�cient air cleaning  
with compact cells that remove easily  
with sturdy grip handles.

7	 Hinged Access Door 
Allows easy access to components  
for periodic cell and pre�lter cleaning. 
Safety interlock disconnects power  
�W�H�E�N �D�O�O�R �I�S �O�P�E�N�E�D�� �"�U�I�L�T�
�I�N �T�E�S�T  
button assures collector performance.

Smokemaster’s key feature is the multidirectional air pattern,  
the Coanda Aerodynamic Principle. 

Our unique four-way method of air recirculation maximizes the amount  
of contaminated air reaching the air cleaner. Once at the air cleaner, the  
contaminated air particles are collected through “electrostatic precipitation”  
(the charging of particles to be collected with the primary washable cell).  
This provides high-ef�ciency air cleaning and reduced overall maintenance  
costs with an environmentally friendly air cleaning solution. 

The Smokemaster electronic air cleaner ef�ciently removes airborne particles like smoke,  
dust, and dirt so small that it would take 7,000 of them to stretch across this dot (.).
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Speci�cations subject to change without notice.

Installation 
The Smokemaster can be easily mounted to the ceiling or a wall and plugs into a 120V outlet. Optimal 
positioning is nearest the source of contaminant. A quali�ed representative can assist you with sizing and 
location for maximum effectiveness.

Maintenance 
Aluminum pre�lters and the Smokemaster cells are quickly removed and easily cleaned by soaking in  
a conventional wash container. Cleaning intervals are dependent on the contaminant density in the area  
being cleaned.

Unit Part Numbers 
C-12 Ivory 00006 
�#�
���� �"�L�A�C�K ����������

Optional Accessories 
- �#�E�L�L�
�#�L�E�A�N�I�N�G �+�I�T �������������	 �n �I�N�C�L�U�D�E�S �� �G�A�L�L�O�N�S �O�F �S�P�E�C�I�A�L�L�Y �F�O�R�M�U�L�A�T�E�D �C�O�N�C�E�N�T�R�A�T�E  
   cell-cleaning detergent; 1 pint of cell coat; and a wash container with lid. 
- �� �'�A�L�L�O�N �#�O�N�C�E�N�T�R�A�T�E �#�E�L�L �#�L�E�A�N�I�N�G �$�E�T�E�R�G�E�N�T �������������	 
- �� �0�I�N�T �#�E�L�L �#�O�A�T �������������	 
- �7�A�S�H �#�O�N�T�A�I�N�E�R �W�I�T�H �,�I�D �������������	 
- �7�A�L�L�
�-�O�U�N�T�I�N�G �+�I�T �������������	 
- ���
�S�P�E�E�D �7�A�L�L�
�-�O�U�N�T �3�W�I�T�C�H �������������	

Specifications 
Capacity (cfm)
Low Speed	 Med. Speed	 High Speed

�������� ���������� ��������

Electrical Ratings 
�6�O�L�T�A�G�E �A�N�D �&�R�E�Q�U�E�N�C�Y �n �������6 �A�C�� ���������� �(�Z �O�R �������6 �A�C�� ���������� �(�Z 
�#�U�R�R�E�N�T �A�N�D �0�O�W�E�R �#�O�N�S�U�M�P�T�I�O�N
Low Speed	 Med. Speed	 High Speed

2.4A	 2.7A	 3.3A

200W	 230W	 270W

Dimensions
Length	 Width	 Depth

�����v�� �����v�� ���������v

Weight
Shipping	 Installed

���� �L�B�S���� ���� �L�B�S��

Efficiency 
Independent lab tested to the most current, stringent standards  
�T�O �D�E�L�I�V�E�R �O�V�E�R ���������� �E�F�l�C�I�E�N�C�Y �O�N �� �M�I�C�R�O�N �P�A�R�T�I�C�L�E�S �A�T �M�E�D�I�U�M �S�P�E�E�D��

Power 
3-prong, 10-foot power cord plugs into standard grounded outlet.
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